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IndexFlex Viét liéu chéng tham da nang

Construction Systems

TRUONG THINH INDEX CO., LTD
39 Road 17, Binh Hung Residential Areas,
Binh Chanh Dist, Ho Chi Minh City
TEL/FAX: 8428-38630543 /38630781
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CEMENTI IMPERMEABILIZZANTI PRODOTTI PER LA POSA
MEMBRANE ISOLANTI TERMICI IMPERMEABILIZZANTI LIQUIDI PRODOTTI
RISANAMENTO MURATURE DI PAVIMENTI E RIVESTIMENTI
IMPERMEABILIZZANTI ED ACUSTICI BONIFICA DEL CEMENTO AMIANTO| RIPRISTINO CALCESTRUZZO ISOLANTI ACUSTICI PER OPERE VIARIE

12 DIVISIONE | 22 DIVISIONE ] [ 3*DIVISIONE ] [ 4° DIVISIONE ] 5 DIVISIONE ] 62 DIVISIONE ]
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ADVANTAGES

® Environmentally friendly, Easy to use, Cost
effective.

@ Can be applied to old & new concrete as soon as
forms are stripped, metal, cement board, wood,...

® Protects concrete against fresh water, salt
water, waste water & aggressive ground water.

® Brush, roller or spray applied.

® Non flammable, non toxic, no odor - no fumes.

@ Resists strong hydrostatic pressure.

® Seals existing cracks, up to 1 mm, Contains no
chlorides.

® Good bonding to most substrates.

TYPICAL APPLICATIONS

® Roofs e Gutter

® Toilet ® Water tanks

® Bathroom ® Swimming Pools
@ Balcony ® Basement

® Kitchen @ Lift pit

@ Planter boxes @ External wall

Uu diém

@ Than thién v&i mdi trrdrng, dé thi cbng,
chi phi thép.

@ Chéng thédm cho bé tdng cl, bé tdng m&i,
kim loai, thm cement, g3,...

® Chéng thdm nude, chéng sy xam thyre clia
nuwdre bién, nudre thai.

@ Thi cong bang cg, rulo hodic may phun.

® Khodng chay, khdng ddc, khéng mui.

@ Chju dugce ap lire thly tinh cao.

@ Ty han gén vét nit méi & cd dén 1 mm, l&p
dAy céc I8 nhd, khdng chira chiorides.

® Bam dinh I&n hau hét cac b& mat vat lidu.

Viét liéu chéng thém da nang

Hang muc sir dung

e Mai ® Méng xéi

@ Toilet ® H& nuwéc ubng
® Phong tdm ® Hb boi

® Ban cbng ® TAng hdm

e Nha bép ® Hob thang may
® Bdn hoa ® Tuérng ngodi
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CEMENTITIOUS - POLYMER FLEXIBLE WATERPROOFING MEMBRANE,
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DESCRIPTION

INDEXFLEX s a liquid - applied waterproofing membrane. It is a unique blend of special cement polymer and
fine quartz.INDEXFLEX is supplied in two component sets.

When mixed, the two components form an easy - to - apply slurry. The INDEXFLEX slurry dries to form a flexible
waterproofing membrane. This membrane can bridge cracks and is firmly bonded to the substrate.
INDEXFLEX is non - toxic and is specially suited for damp surfaces.

INDEXFLEX a superior formulation with high polymer content. This product has good elongation and bond
strength capabilities and is suitable for a wide range of water-retaining / water-excluding structures.

TYPICAL USES

« Basement walls and lift pits

« Potable water tanks, waterproofing of reservoirs, culverts, storm drains, canal, water retaining
« Kitchens and toilets

« Balconies and planter boxes

« Protection of concrete structures in marine environment

« Swimming pools and water features

« RC flat roof and gutters

« External wall

. Precast gable end walls

Vat liéu chéng tham da nang

PACKING & COVERAGE
Pack size ; 24 kg/set of (Component A: 08 kg) and (Component B: 16 kg)
Coverage : 0.75 kg/m?#/coat

(Approx. 1.5 kg/m? required for 2 coats application, depending on site conditions, ltems to be waterproofed
the coverage can be change)

TEST REPORT

Test report available upon request

TRUONG THINH

inde)

CHONG THAM
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ADVANTAGES

INDEXFLEX is a cement-based INDEXFLEX is highly elastic and INDEXFLEX is a water-based
product and is specialliy suited for can be bridge cracks up to 1.0mm product which is odorless and non-
application on wet area or damp width. toxic. It is most suitable for
surfaces. application in confined areas.

INDEXFLEX has high substrate INDEXFLEX is flexible and easy to INDEXFLEX has been tested and
adhesion apply in corners and uneven certified suitable for use in contact
surfaces. with potable water.

SURFACE PREPARATION

All concrete substrate must be clean, sound and free of contaminants such as oil, grease, dust, laitance and other
contaminants. Porous surfaces should be removed & property treated. All substrate must be pre-saturated with
water prior to application. Do not allow ponding of water.

MIXING INTRUCTION

Pour part A (Liquid) into a container and stir/mix with a low speed drill fitted with a paddle. Pour part B (Powder)
slowly into part A taking care to mix thoroughly with the drill soak to avoid lump formation. Mix until a slurry of even
consistency is achieved. IndexFlex slurry can be diluted with water, up to 10%, prior application.

APPLICATION

For horizontal surfaces, a squeegee, roller, brush or spray machine may be used to apply the slurry. For vertical,
surfaces, a roller or brush may be used. Application must be made of at least 2 coats. For areas where hydrostatic
pressure is anticipated, application must be done on the positive side of the structures to be waterproofed. In case
of higher quality, reinforcement of corner, floor & wall is requires.

CURING AND PROTECTION

For areas where the membrane may be subjected to abrasion, tearing or external weathering, a screed must be
used to protectthe membrane.

IndexFlex

Vit liéu chéng thdm da nang

TRUONG THINH

inde
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TECHNICAL DATA

Product Type Cementitious Modified and Polymer

Mix Components Part A: white liquid / Part B: grey powder

Mix Ratio (liquid : powder) 1:2:33

Mix Density 1550 kg/m? -

Mix Color Grey ,%

Pot Life at 35°C 35~120 min after mixing ;E

Shore A Hardness (ASTM D2240:1991) > 60 ‘%

Tensile Strength (ASTM D412:1992) > 2.5 N/mm? S

Elongation at Break (ASTM D412:1992) 300% ;g

Adhesion to Substrate (ASTM D4541:1985) 1.7 N/mm? §

Crack Bridging (ASTM C836: 1989a) Up to 1.0 mm <2
Up to 3.0 mm (With polyester reinforcement) ‘;“‘

Water Penetration Test (DIN 1048 Part 5: 1978) Positive: 7 bars / Negative: 3 bars
Water Vapour Transmission (ASTM E96 :1993) < 0.33 g/im?/hour
STORAGE

The shelflife of IndexFlex is 12 months when stored unopened in a cool and dry place.

HEALTH & SAFETY

Gloves and goggles should be wom. Any splashes to the skin or eyes should be washed off with clean water.
In the event of prolonged irritation, seek medical advice. Powder products should be handled to minimize
dustformation. Use alight mask if excessive dusting is unavoidable.

PRECAUTIONS

Use the material within the recommended pot life. All tools and equipment should be cleaned with water.
Hardened IndexFlex can be scraped off with sharp tools or thinner.
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APPLICATION TOOLS
DUNG CU THI CONG

IndexFlex

BRUSHES ROLLERS SPRAY MACHINES

Vat liéu chéng thdm da nang

MIXING INSTRUCTIONS
HUGNG DAN PHA TRON

Pour Part A (Polymer) into an empty & Pour Part B (Powder) into Part A (Polymer). Use electrical mixer or square stick.

clean contalner Ratio 1 part of Polymer (A) to 2.33 Parts of Mixing for at least 5-10 minutes. Then mix
B4 thanh phén A (Polymer) vao thiing rong & Powder {B). 2nd time prior to application
sach s8. Dd thanh phan B (B4t) vao thiing 8a cb thanh phén Ding méy hodic gdy vudng trgn a8u 5-10 phat.

A (Polymer). Ty I8 1Kg polymer : 2.33 Kg bft. Tron lai |an 2 cho déu tnréc khi thi cong.

Remarks: Mixing ratio 1: 2.33, 1Kg of part A (polymer component) is  Luu y: Pha trin theo ty 1§ 1:2.33, 1Kg thanh phan A (polymer) trén véi
mixed with 2.33 kg of part B (powder component) It can be diluted 2.33 Kg thanh phhn B ‘(chét bot). C6 thé tron thém 5~10% nwéc sach
5~10% of clean water by volume for easier application. theotyIg dé thi cong dé dang hon.

TRUONG THINH

indet
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6 STEPS OF WATERPROOFING APPLICATIONS
6 BU'OC CUA QUA TRINH THI CONG CHONG THAM -
(HINH ANH VA HUONG DAN CHI CO TINH THAM KHAO)

L
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D 4

THE SURFACE TO BE WATERPROOFED SHOULD SLOPING MORTAR 1.5~2.0% ON THE FLOOR &
SMOOTH & CLEAN & WELL PREPARATION. PLASTERING FOR THE WALL UP TO H>2.0M.
B& mét dwoc chéng thdm phai bing phing & vé sinh San day dugc tao déc 1.5 ~ 2.0 % & T6 tudng cao
sach sé. tbi da 2.0 m trwére khi chéng thém.

APPLY 2 COATS OF INDEXFLEX ONTO THE LAY 1 LAYER OF POLYESTER MAT

FLOOR & WALL, MAXIMUM H =2M. REINFORCEMENT AT THE CORNER.

Quét 2 I&p chéng thdm INDEXFLEX I&n bé mat san Gia cb 1 16p wéi Polyester ngay géc chan twéng va san.
va twrérng cao t6i da 2m.

SOV IS

|
!

APPLY 2 COATS OF INDEXFLEX ONTO THE PROTECTION, TILE ADHESIVE GROUT & TILE FINIS

SURFACE OF POLYESTER MAT. TO BE DONE ON THE TOP OF

Quét 2 1op INDEXFLEX bao phu hét b& mat toan WATERPROOFING MEMBRANE WITHIN 48HRS.

bd 16p Idi gia cb géce. Cén vira bdo v&, dan gach béng vira chuyén dung Ién
toan bd I6p chdng th&m trong vong 48 gid.

TRUGNG THINH
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Giai phap chdng tham

BASEMENT, RETAINING WALL
TANG HAM, TUONG CHAN DAT

IndexFlex

Vat liéu chéng thdm da nang

WATERPROOFING TO FLOOR SLAB l Chéng thdm cho day san ham '

1. Compacted soll or sand or rock 1. Lap d4t hodc cat ddm chat
2. 50 ~ 100mm lean concrete 2. Bé tong lot day tie 50 ~ 100mm
3. Waterproofing system : 2 coats of INDEXFLEX 3. Hé théng chéng thdm : 2 16p INDEXFLEX
Coverage at 1,5kg/m? Binh mrc 1,5kg/m?
4. Protection mortar or screed 20 ~ 30mm thk. 4. Vira / Bé td6ng da mi béo vé day 20 ~ 30mm
5. R.C. Floor slab. 5. San bé téng cbt thép
6. Hyperstop / PVC waterstop (Option). 6. (Tuy chon) Hyperstop / PVC Waterstop
WATERPROOFING TO RETAINING WALL l Chéng tham cho tudng chan dat '
7. Retaining wall 7. Twéng chén dat tAng ham
8. Waterproofing system : 2 coats of INDEXFLEX 8. Hé théng chéng thdm : 2 16p INDEXFLEX
Coverage at 1,5kg/m? Binh mdc 1,5kg/m?
9. Protection board / XPS / Drain board 9. TAm bdo vé / XPS/ Tam dan nuéc
10. Geotextile 10. Vai dja k¥ thuat
11. Corner reinforcement 11. Gia cb chan twong
12. Waterproofing to upturn 12. Chéng thdm chén twérng
13. Drain Pipe 13. Ong thoat nwéc ngam.

/i/ﬂ_di THINH
nde

Sualty s what we pursue. We know what we do.
Quy trinh trén chl €6 tinh tham khao, thy didu kign thi cong, quy trinh & dinh mirc thi cdng trén c6 th thay d8i theo thirc t8.
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WATER TANK & FIRE TANK INSIDE SURFACE
HO NUOC UONG, HO NUOC CHUA LUA

|‘ WATERPROOFING TO FLOOR & WALL l Chéng thdm cho san & tudng l

1. Compacted soil or sand
2. Blinding (lean) concrete.
3. R.C. floor slab.
4. Waterproofing system: INDEXFLEX (*)
5. Polyester reinforcement mat
6. Protection mortar layer
7. Hyperstop / PVC waterstop (option)
(*) Remark:
. Underground tank 1,5kg/m*2 coats
. Suspension tank 2,25kg/m?3 coats
or 3,0kg/m?/4 coats with Fibre glass
mat for all tank

1. D4t hodc cat d&m chét.
2. Bé téng lot.
3. San bé tdng cbt thép.
4, Hé théng chéng thdm: INDEXFLEX (*)
5. Lwdi gia cb Polyester
6. Lép viva bao vé
7. (tuy chon) Hyperstop / PVC waterstop
(*) Ghi cha:
. HO nuéc ngadm 1,5kg/m?/2 16p
. Hd nwée ndi 2,25kg/m?/3 16p
ho#c 3,0kg/m?/4 1&6p C6 gia cb luéi thiy tinh
toan bd bé mat

Underground water storage tank

TRUONG THINH

Quy trinh trén chi ¢ tinh tham khao, tily didu kién thi cong, quy trinh & djinh mec thi cdng trén cé thé thay ddi theo thiee té.
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LIFT PIT, SUM PIT
HO THANG MAY, HO THU NUOC

Index¥Flex

Vét liéu chéng thdm da nang

WATERPROOFING TO FLOOR & WALL l Chéng thdm cho san & tudng '

1. Compacted soil or sand 1. Pt hodc cat dam chét.

2. Blinding (lean) concrete. 2. Bé téng l6t.

3. R.C. floor slab. 3. San bé téng ¢t thép.

4. Waterproofing system: 2 coats of INDEXFLEX 4. Hé théng chéng tham: 2 Iép INDEXFLEX
Coverage at 1,5kg/m? Binh mtrc 1,5kg/m?

5. Polyester reinforcement mat 5. Lwéi gia cb Polyester

6. Protection mortar layer 6. L&p viva bdo vé

7. Hyperstop / PVC waterstop (option) 7. (tuy chon) Hyperstop / PVC waterstop

i !Jl'“! _ ”itu i |

o
R Wilane e know what we do. nde»(
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SUSPENSION SWIMMING POOL
HO BO'I NOI NHO

WATERPROOFING TO FLOOR & WALL l Chéng thdm cho san & tudng '

1. R.C floor slab 1. San bé tong cbt thép

2. Waterproofing system: 2 coats of INDEXFLEX 2. Hé théng chéng tham: 2 Iép INDEXFLEX
Coverage at 1,5kg/m? Binh mtrc 1,5kg/m?

3. Fibre glass mat 3. Lwdi thay tinh

4, Waterproofing system: 2 coats of INDEXFLEX 4. Hé théng chéng thdm: 2 I&p INDEXFLEX
Coverage at 1,5kg/m? Binh mirc 1,5kg/m?

5. Protection mortar layer 5. Lép vira bao vé

6. Finish tile 6. Gach hoan thién

7. Hyperstop / PVC waterstop (option) 7. (tay chon) Hyperstop / PVC waterstop

z
‘.

LY |

s 5 ’ ! - g . - e : ‘ TRUONG THINH
3 e Sl index

Quy-trinh trén chi-co
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Giai phap chéng tham
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WATERPROOFING TO FLOOR & WALL ' ’ Chéng thim cho san & tudng l
1. R.C. floor slab 1. San bé téng cbt thép
2. Waterproofing system: Bituminious membrane 2. Hé théng chéng thdm: Mang Bitum
3. Protection screed for floor 3. Vira béo vé cho san
4. Protection R.C. layer 4. Lop B.T.C.T bao vé
5. Waterproofing system: 2 coats of INDEXFLEX 5. Hé thdng chéng tham: 2 I6p INDEXFLEX

Coverage at 1,5kg/m? Binh mtrc 1,5kg/m?
6. Protection / Tile adheasive mortar 6. Vira bdo v& / Keo dén gach
7. Finish tile 7. Gach hoan thién
8. Polyester reinforcement mat. 8. Ludi gia cb polyester.
9. Hyperstop / PVC waterstop (option). 9. (Tuy chon) Hyperstop / PVC waterstop

TRUONG THINH

andent
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BIG SUSPENSION SWIMMING POOL
HO BOI LON, HO BO'I THI BAU
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ﬂ WATERPROOFING TO FLOOR & WALL l | Chéng thim cho san & tudng l
1. R.C. floor slab 1. San bé tong cbt thép
2. Waterproofing system: Bituminious membrane 2. Hé théng chéng thAm: Mang Bitum
3. Protection screed for floor 3. Vira bao vé cho san
4. Protection concrete with wire mesh 4. San bé tong bao vé
5. Waterproofing system: 2 coats of INDEXFLEX 5. Hé théng chdng tham: 2 Iép INDEXFLEX

Coverage at 1,5kg/m?
. Fibre glass reinforcement mat.
7. The 2 coats of INDEXFLEX on the top of
Fibre glass mat.
8. Protection screed
9. Finish tile
10. Hyperstop or PVC waterstop (option).

(o]

Quy trinh trén chi ¢6 tinh tham khdo, tly didu kién thi cng, quy trinh & dinh mirc thi cdng trén c6 thé thay ddi theo thiec t4.

Binh mirc 1,5kg/m?

6. Lwai thay tinh gia cb

7. 2 I6p INDEXFLEX quét pha 1én I1op
Iwéi thay tinh gia c6

8. V(ra bdo vé cb lwdi thép

8. Gach hoan thién

10. (Tuy cheon) Hyperstop hodc PVC waterstop

EA g
g
W _,b’ : é.\'

17

TRUONG THINH

inde)t
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Giai phap chdng tham

BALCONY & PLANTER BOX
BAN CONG & BON HOA

WATERPROOFING TO FLOOR & WALL |, l Chéng thdm cho san & tudng l

1. R.C. fioor slab 1. San bé téng cbt thép

2. Waterproofing system: 2 coats of INDEXFLEX 2. Ho thé“'Q chéng thém: 2 I6p INDEXFLEX
Coverage at 1,5kg/m2 D!~nh mirc 1.5kglm%

3. Protected mortar or tile adhesive grout 3. Vira béo v§ hogic vira dan gach

4. Finish tile 4. Gach hoan thién

5. Polyester reinforcement mat. 5. Luéi gia cb Polyester. )

6. The 2 coats of INDEXFLEX to cover all 6. 216p INDEXFLEX quét phil Ién toan b)
of the surface of polyester mat. I&p Iwgi Polyester gia co goéc chan twéng.

TRUONG THINH

inde)t
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KITCHEN, LAUNDRY & WET AREA
NHA BEP, PHONG GIAT & KHU VU'C AM UOT

IndexFlex

Vat liéu chéng thdm da nang

WATERPROOFING TO FLOOR & WALL ' Chéng thdm cho san & tudng l

. San bé tong cbt thép

. Hé théng chéng thém: 2 16p INDEXFLEX
Pinh mirc 1,5kg/m2

. V(ra bao vé ho#c v(ra dan gach

. Gach hoan thién

. Luéi gia ¢b Polyester.

. 2lép INDEXFLEX quét pht 1én toan b
I&p Iwdi Polyester gia ¢ g6c chan twdng.

=

1. R.C. floor slab

. Waterproofing system: 2 coats of INDEXFLEX
Coverage at 1,5kg/m2

. Protected mortar or tile adhesive grout

. Finish tile

. Polyester reinforcement mat.

. The 2 coats of INDEXFLEX to cover all
of the surface of polyester mat.

N
N

oo peWw
o0 phw

o

inde

CHONG THAM
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WATERPROOFING TO FLOOR & WALL l Chéng thdm cho san & tudng l

1. R.C. fioor slab 1. San bé téng cbt thép

2. Waterproofing system: 2 coats of INDEXFLEX 2. H_é thén'g chéng thém: 2 16p INDEXFLEX
Coverage at 1,5kg/m2 B!.-nh mirc 1.5kg/"12~

3. Protected mortar or tile adhesive grout 3. Vira béo v§ hojc vira dén gach

4. Finish tile 4. Gach hoan thién

5. Polyester reinforcement mat. 5. Lwai gia cb Polyester. ]

6. The 2 coats of INDEXFLEX to cover all 6. 216p INDEXFLEX quét phii I1&n toan b

of the surface of polyester mat. I&p Iwéi Polyester gia cb goc chan tudng.

TRUONG THINH

inde)x

Quy trinh trén chi ¢b tinh tham khao, tiy didu kién thi cdng, quy trinh & dinh mirc thi cdng trén cb thé thay abi theo thyec t4. 21 W
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ACCESSIBLE ROOF, TERRACE
MAI BI LAI, SAN THUONG

WATERPROOFING TO FLOOR & WALL | Chéng thdm cho san & tudng l

1. R.C. floor slab 1. San bé téng cét thép
2. Waterproofing system: INDEXFLEX (*) 2. Hg théng chéng thim: INDEXFLEX (*)
3. Protected mortar or tile adhesive grout 3. Vira bao vé hoéc vira dén gach
4. Finish tile 4. Gach hoan thign
5. Polyester reinforcement mat. 5. Lwoi gia c6 Polyester.
6. The 2 coats of INDEXFLEX to cover all 6. 216pINDEXFLEX quét phd [&n toan b
of the surface of polyester mat. I6p Iwdi Polyester gia cb g6c chan tudng.
* Remark: * Ghl chii:
. Roof < 100 m”; 1.5 ~ 2kg / m* / 2 coats . M&i < 100 m? 1.5~ 2kg / m*/ 2 16p
. Roof < 200 m*: 2 ~ 3kg / m*/ 3 coats . Mai <200 m* 2 ~3kg/m*/ 3 I&p

TRUONG THINH

Quy trinh trén chi ¢6 tinh tham khdo, tliy didu kién thi cng, quy trinh & dinh miFc thi c8ng trén cé thé thay dbi theo'thyrc t&
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ROOF, TERRACE WITH THERMAL INSULATION
MAI, SAN THUQNG CO CACH NHIET, CHONG NONG S

WATERPROOFING TO FLOOR & WALL ' Chéng tham cho san & tudng |

1. R.C. floor slab 1. San bé téng cbt thép
2. Waterproofing system: INDEXFLEX (*) 2. Hg théng chéng thdm: INDEXFLEX (*)
3. Insulation board layer 3. Lépxbp c_éch nhiét R
4. PE Film or Geotextile layer 4. L&p PE Film hogc vai dja ky thuat
5. Protected concrete layer with wire mesh 5. L6ép bé téng d_é mi bdo vé cb lwéi thép
6. Finish tile 6. Gach hoan thign
7. Polyester reinforcement mat. 7. LU'G' gia cb Polyester. ]
8. The 2 coats of INDEXFLEX to cover all 8. 216p INDEXFLEX quét phi Ién toan bd
of the surface of polyester mat. I&p Iwéi Polyester gia ¢b gbc chén twéng.
* Remark: * Ghi cha:
. Roof <100 m*: 1.5 ~ 2kg / m*/ 2 coats . Méai <100 m* 1.5~ 2kg / m*/ 216p
. Roof <200 m*: 2 ~3kg / m’/ 3 coats .Méi<200m* 2 ~3kg/m’/3lép

TRUONG THINH

QUyHrnh trén-chl £5-4inh thari khao, iy didu Kidn-thi'clng, quy trinh & dinh mirc thi cdng trén cb thé thay adi theo thirc t8.
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GREEN ROOF
MAI TRONG CAY

WATERPROOFING TO FLOOR & WALL l Chéng thdm cho san & tudng l

1. R.C. fioor slab 1. San bé t8ng cht thép

2. Waterproofing system: 2 coats of INDEXFLEX 2. Hg thdng chéng thém: 2 I6p INDEXFLEX
Coverage at 1,5kg/m? Binh mic 1,5kg/m?

3. Fibre glass mat reinforce whole the surface 3. Luei thiy tinh gia ¢b toan bg bé mét

4. Waterproofing system: 2 coats of INDEXFLEX 4. Hé théng chéng thAm: 2 I6p INDEXFLEX
Coverage at 1,5kg/m? Binh mirc 1,5kg/m?

5. Protected mortar layer 5. Lop vira béo vé

6. DrainCell board 6. Tam thoat nwéc DrainCell

7. Geotextile layer 78 Lt’zp vai dia kg thuat

8. Soil and planting 8. Dét va cay trong

TRUONG THINH

inde)t

Quy trinh trén chi c6 tinh tham khao, ty didu kidn thi cdng, QENtARNEIAR mirc thi cdng trén cb thd thay di theo thyec 4. 25
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Giai phap chéng tham

PITCHED ROOF & GUTTER
MAI DOC & MANG XOlI

| WATERPROOFING TO FLOOR & WALL ' ‘ Chéng thdm cho san & tudng l

1. R.C. floor slab 1. San bé téng cbt thép
2. Waterproofing system: INDEXFLEX (*) 2. Hé théng chéng thdm: INDEXFLEX (*)
3. Protected mortar or tile adhesive grout 3. V(ra bao v& ho#c vlra dan gach
4. Finish tile 4. Gach hoan thién
5. Polyester reinforcement mat. 5. Lwéi gia cb Polyester.
6. The 2 coats of INDEXFLEX to cover all 6. 2 I6p INDEXFLEX quét phii I&n toan bd
of the surface of polyester mat. I6p Iuéi Polyester gia cb géc chan tudmg.
* Remark: * Ghl chi:
. Roof < 100 m*; 1.5 ~ 2kg / m” / 2 coats .Mai <100 m* 1.5~ 2kg/m’/ 2 I6p
. Roof < 200 m?*: 2 ~ 3kg / m*/ 3 coats . Mai <200 m* 2 ~ 3kg / m*/ 3 lép

TRUONG THINH

inde)t

CHONG THAM
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Giai phap chdng tham

RIGHT ANGLE REINFORCEMENT
GIA CO GOC CHAN TUONG BANG LUOI POLYESTER

TRUGNG THINH
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[image: image24.jpg]WATERPROOFING SOLUTION
Giai phap chdng tham

PIPE TREATMENT
CHI TIET GIA CO CO ONG S

THRU-PIPE WITH WATERSTOP COLAR OF PIPE AREADY FILL BY SEALANT
Ong xuyén twérng véi biing cén nuéc Cb bng da trém dAy sealant

DOWN PIPE WITH WATERSTOP WATERPROOFING AROUND THRU-PIPE
Ong xuyén san vé&i bing can nuéc Chéng thdm quanh cb éng

TRUONG THINH
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Kiém dinh san phiam

IndexFlex

- . = Try sir chinh / Head Office
TdNG CUC TIEU CHUAN PO LUONG CHAT LUGNG :_2‘ m“;sgg‘u;': ”bFﬂ‘:‘ ;:_":‘_' 3‘:;‘9_,:‘0‘1’2
DIRECTORATE FOR STANDARDS, METROLOGY AND QUALITY E-mai:info@quatest3.com.vn
AMKY A A ONG CHAT LU 7 g 56 1, Khs ON Sl b 1, Bng Na
QUATEST3’ TRUNG TAM KY THUAT TIEU CHUAN PO LUUNG CHAT LUGNG 3 7 6utn9 6 1, Khu C Bién 03 1, 0ang o
QUALITY ASSURANCE AND TESTING CENTER 3 E-mall:qt-kythuattn@auatest3.com.vn
S6: 0068/N6.15/DG Ngay 22/04/2015
Trang 01/01
THONG BAO
KET QUA THAM PINH KY THUAT
1. Pon vi yéu ciu : Cong ty TNHH XD TM va DV Truong Thinh Index
Dia chi : 39 buong 17, KDC Binh Hung, X. Binh Hung, H. Binh Chanh, TP. H6 Chi Minh
2. Tén mau : Vit liéu chéng thdm — IndexFlex

3. Noi dung giam dinh ~ : D6 thdm nuée theo BS EN 12390 — 8: 2000, cudng d6 bam dinh
theo ASTM D4541 — 02 & d gian dai theo ASTM D 412 —-98a

4. S6 lrgng giam dinh : 01 gniu gbm 03 vién bé téng c6 kich thude (150x150x150) mm va
03 tam kich thuée (300x300x2,2) mm duge quét vat liéu chong
tham IndexFlex

5. Quy trinh giam dinh  : QTGP 11: 2012, Quy trinh gidm dinh san phdm hang héa vt li¢u
xdy dung
6. Phuong phap thir : BS EN 12390 - 8:2000; ASTM D4541-02 ; ASTM D 412 — 98a
7. Thoi gian gidm dinh  : 26/03/2015 — 22/04/2015
8. Diéukién giam dinh  :
— Mau do khach hang 14y méu, chuén bi miu va mang dén Trung tim Ky thuat 3 dé
giam dinh;
— Ngiynhan mdu  :26/03/2015
9. Cén cir danh gia
— BS EN 12390 - 8: 2000, Testing hardended cond
under pressure;

— ASTM D4541-02, Standard Test Method for Pull-off Strength of Coatings Using
Portable Adhesion Testers

— ASTM D 412 - 98a, Standard Test Methods for Vulcanized Rubber and
Thermoplastic Elastomers - Tension

10. Két qua giam dinh  : Xem chi tiét tai phy lyc dinh kém

Ghi chu:
- Tén mdu da kiém tra dugc ghi theo khai béo cia khdch hang;
- Théng béo nay chi c6 gid tri trén méu thic do khdch hang giri dén.

Véat liéu chéng thdm da néng

bn of water

Noi nhin:
- Khéch hang (02 ban);
N6.

Mai Vin Siing

TRUONG THINH
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Try sé chinh / Head Office

2 O -
TONG CUC TIEU CHUAN PO LUUNG CHAT LUGNG 48 Pasteur, Q.1, TP HB Chi Minh, Vit Nam
DIRECTORATE FOR STANDARDS, METROLOGY AND QUALITY E-mail:info@quatest3.com.vn

tvext makr by oo : e
QUATEST3" ™UNCoiMKY THUAT TIEU CHUANDOLUONG CHATLUGNGS 30 toct st e s Sl
QUALITY ASSURANCE AND TESTING CENTER 3 E-mail:qt-kythuattn@quatest3.com.vn

www.quatest3.com.vn

No. 0063/N6.15/DG Date 22/04/2015
Page 01/01
INSPECTION REPORT
1. Client : TRUONG THINH INDEX CONTRUCTION TRADING AND SERVICE CO.,L.TD
Address . 39 Road 17, Binh Hung Residential Areas, Binh Hung Ward, Binh Chanh Dist,
Ho Chi Minh City
2. Name of sample : Waterproofing material — Index Flex

3. Subject of inspection : Water permeability, Bonding strength after 28 days, tensile set
according to BS EN 12390-8:2000, ASTM D4541-02 and
ASTM D 412 -98a

4. Sample quantity : 01 sample including 03 pieces for test specimen (150x150x150) mm
and 03 sheets (300x300x2.2) mm covered by Index Flex

5. Inspection proceduce : QTGD 11: 2012 — Inspection procedure for products, goods of
building material

6. Test method : BS EN 12390 - 8 : 2000; ASTM D4541-02; ASTM D 412 - 98a
7. Date of inspection :26/03/2015 — 22/04/2015
8. Conformity requirements:
- The sample has been taken prepared, and sent to Quatest 3 for inspection by the client
- Date of receiving :26/03/2015
9. Conformity requirements:

- BSEN 12390 - 8 : 2000, Testing hardended concrefg
under pressure;

- ASTM D4541-02, Standard Test Method for Pull-off Strength of Coatings Using Portable
Adhesion Testers

- ASTM D 412 — 98a, Standard Test Methods for Vulcanized Rubber and Thermoplastic
Elastomers - Tension

10. Inspection Result : Details of test result on submitted sample are given in the Appendix of
this Inspection Report
Note:
- This inspection report is valid for the submitted sample only.
- Name of the sample is written as customer’s request

>y A- on behalf of Dlre :
Received:

- Client (02 copies);

- N6./b

Vat liéu chéng tham da nang

TRUONG THINH
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Kiém dinh san phiam

Try s chinh / Head Office

< & . -
I 49 Pasteur, Q.1, TP. H3 Chi Minh, VIét N;
TONG CUC TIEU CHUAN DO LUGNG CHAT LUQNG 49 Pusteu Q.1, TR, HB Ol Mk, Ve tmn
DIRECTORATE FOR STANDARDS, METROLOGY AND QUALITY E-mall:info@quatest3.com.vn

” = - X 2 . - Khu Thi nghi¢m / Testing House
® TRUNG TAM KY THUAT TIEU CHUAN PO LUONG CHAT LUJNG 3 7 9ueng 55 1, Khu CN Bién Héa 1, Dong Nai

Tel: 84-61-3836212 Fax: 84-61-3836298

u"AIESI 3 QUALITY ASSURANCE AND TESTING CENTER 3 E-mall:gt-kythuattn@quatest3.com.vn

www.guatest3 . com.vn

PHU LUC Ngay/Date 22/04/2015
APPENDIX Trang/ Page 01/01

48 két qua thim dinh k¥ thudt s6 0068/N6.15/DG, ngay 22/04/2015)
ipection Report Ref. No. 0068/N6.15DG, dated 22/04/2015)

Két qua thir nghiém trén mau
bé tong ¢6 phu Index Flex
Test result with concrete coated |

Tén chi tiéu
Characteristic

Phuong phap thir with Index Flex
1. D9 tha
Water permeability
e Chiéu siu thAm nuée trén mAu thir (sau
khi duy tri ap luc nuée & 0,5 MPa trong
72 h), mm
Depth of water penetration on specimen

Test method
Vién 1 Vién 2 Vién 3
Cube 1 Cube 2 Cube 3
(maintain a water pressure of 0.5 MPa

BS EN
12390-8: 2000
Jor 72 h), mm

2. Cudng d9 bam dinh, MPa| ASTM D 4541-02 1,84 1,98 1,80
Bonding strength A/B A/B

3. D9 gian dai khi dat % | ASTM D 412 - 98a 3059
Elongation at break

Ghi chi/ Note: 3
Loai/ Type A/B: Phé huy xay ra giira 16p vit liéu nén va 16p phu.
Adhesive failure between the substrate and the cover layer.

2. Hinh anh/Fig

Hinh 1 & 2 :Mau bé téng dugc phi vit liéu chéng thdm - Index Flex
Figure 1 & 2 : Sample covered by waterproofing material - Index Flex "Z/
SRS | ;) Y [ R——

TRUONG THINH
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e Auditorium

INDEX crede fermamente nella formazione perché i colla-
boratori, qualsiasi livello ricoprano nelle Aziende, rivesto-
no di giorno in giorno una importanza sempre maggiore.
Per questo vanno continuamente formati affinché la loro
professionalita e capacita di adattarsi ai cambiamenti dei
mercati siano sempre elevate, cioé garantiscano innova-
zione e miglioramento continuo.

Seguendo questi principi abbiamo realizzato un AUDITO-
RIUM caratterizzato da una moderna, razionale ed acco-
gliente struttura, composta da un’Aula Magna, che puo
ospitare oltre a 250 persone, dall’aula Training con 40 po-
sti, dall’Aula Meeting con 20 posti, e da un Centro di For-
mazione e Aggiornamento Techico dove maestri italiani e
stranieri insegnano la corretta applicazione dei sistemi e
prodotti. Dal 1997, anno di inaugurazione dell’ Auditorium,
abbiamo ospitato decine di migliaia di persone.

Training advancement
and Auditorium

INDEX is a firm believer in the importance of training,
since members of the team, at any position they hold in a
Company, play an ever-increasingly important role every
day. Therefore they must be constantly trained and up-
dated in order to obtain the best performance, profes-
sionalism, and adaptation to the continuous changes of
the market, that is innovation and constant improvement.
Based upon these principles, we have established our
AUDITORIUM, a modern, rational and welcoming struc-
ture consisting of an Aula Magna hall which seats up to
250 people, a Training room seating 40, a Meeting room
seating 20 and a Training and Technical Refresher Course
Centre, where master craftsmen from Italy and abroad
teach the correct application of systems and products.
Since 1997, the year in which it started, the Auditorium
has hosted tens of thousands of people.
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Parigi - FRANCIA

PONTE DI LE HAVRE
Normandia - FRANCIA

DUBAI MARINA
Dubai - EMIRATI ARABI UNITI

VIADOTTO “HEMUS”
BULGARIA

INTERNI DEI TRAGHETTI “STENA LINE”

GRAN BRETAGNA

| HARPA SALA CONCERTI bETRONAS TWIN TOWERS

Reykjavik - ISLANDA Kuala Lumpur - MALAYSIA

;!'lt:" P

Sydney Opera House
Sidney - AUSTRALIA

Museo di Rovereto e Trento “MART” HOTEL BURJ AL- ARAB 7 STELLE
Rovereto - ITALIA Dubai - EMIRATI ARABI UNITI

STAZIONE FS REGGIO MEDIOPADANA
Reggio Emilia - ITALIA

STABILIMENTO “LOWARA” PALAZZ0 DEI CATECUMENI
Vicenza - ITALIA | Venezia - ITALIA

Altri lavori sono disponibili sul sito www.indexspa.it nella sezione “Referenze”





[image: image33.jpg]EMPIRE STATE BUILDING
New York - STATI UNITI D’AMERICA

3 1
:'rr" *

e 4 - ;
SIBAYA LODGE HOTEL & CASINO
Uhmlanga (Durbans) - SUD AFRICA

CANALE IDROELETTRICO
Piemonte - ITALIA

EE ~ A. ] .l-
TORRI PIEZOMETRICHE
Bologna - ITALIA

o

AUDITORIUM PARCO DELLA M
Roma - ITALIA

e =

PORTA NUOVA
Milano - ITALIA

ZALU RESORT
Zanzibar - TANZANIA

TEATRO NUOVO
Verona - ITALIA

STADIO FNB
Johannesburg - SUD AFRICA

Some reference

T e

o

PALAZZ0 ZIANI BOTTERO
Venezia - [TALIA

REGGIA DI CASERTA

Caserta - ITALIA

PARC HOTEL GERMANO
Lago di Garda - Verona - ITALIA

PALAZZ0 REALE
Torino - ITALIA

Altri lavori sono disponibili sul sito www.indexspa.it nella sezione “Referenze”
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Construction Systems and Products

esporta in piu di 100 paesi al mondo

STADIO FNB
Johannesburg
SUD AFRICA

PETRONAS TWIN TOWERS
Kuala Lumpur - MALAYSIA

MEMBRANE ISOLANTI TERMICI IMPERMEABILIZZANTI, PRIMER, RISANAMENTO MURATURE. PRODOTTI PER LA POSA PRODOTTI

IMPERMEABILIZZANTI. ED ACUSTICI. PITTURE, ADESIVI E SIGILLANTI. CEMENTI IMPERMEABILIZZANTI. DI PAVIMENTI E RIVESTIMENTI. PER OPERE VIARIE.
PRODOTTI PER LA BONIFICA DELLE RIPRISTINO CALCESTRUZZ0. ISOLANTI ACUSTICI.

LASTRE IN CEMENTO AMIANTO.

www.indexspa.it

inde)x

Construction Systems and Products

Sistemi e prodotti avanzati per I'impermeabilizzazione, I'isolamento termico ed acustico, ~Advanced systems and products for waterproofing, thermal and acoustic insulation,
la bonifica delle coperture in cemento amianto, il risanamento di murature e calcestruzzo,  asbestos cement refurbishment, concrete repair, floor and wall tile applications,
la posa di pavimenti e rivestimenti, per 'impermeabilizzazione e la protezione di opere viatie  for waterproofing and protection of roads and railway works

INDEX Construction Systems and Products S.p.A.
via G. Rossini, 22 - 37060 Castel d’Azzano (Verona) - T. 045 8546201 - F. 045 518390 - email: index@indexspa.it

email Informazioni Tecniche Commerciali: tecom@indexspa.it
Index export dept. T. +39 045 8546201 - F. +39 045 512444 email: index.export@indexspa.it
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GIAY CHUNG NHAN

S6: 18.2336.01-HCS5/VC

Chiing nhén san pham ' ;
VAT LIEU CHONG THAM GOC
POLYURETHANE

Vit liéu chéng thdm gdc Dang long,
Polyurethane hai thanh phan T INDEX s

San xuat tai

CONG TY TNHH TRUONG THINH INDEX

Dia chi tru so: _
86 41, duong S6 2, khu dan cu Binh Pang, Phudng 6, Quan 8,

Thanh pho H6 Chi Minh

Bia chi sdn xudt:
S6 C3/15A, 4p 3, t0 3, xa Qui Pirc, huyén Binh Chanh,

Thanh pho H6 Chi Minh
Duwoc Trung tam Gidm dinh va chimg nhédn hop chuan hop quy VietCert
danh gia chung nhdn phu hop Tiéu chuan BS EN 14891:2017.
Va dwoe phép sie dung dau hop chuan cia VietCert

®

VIETCERT

BS EN 14891:2017

Phuong thirc chitng nhdn: Phuong thirc 5
Thong tws6 28/2012/ TT-BKHCN ngdy 12/12/2012 (Stka déi: Thong 1 02/2017/TT-BKHCN ngin31/3/2017)

Ngay hiéu lyc: 30/6/2018
Ngay hét han: 29/6/2021

Trung tdm Gidm dinh va Chirng nhan Hep chufu; Hop quy VietCert
28 An Xudn, Qudn Thanh Khé, Thanh ph6 Pa Nang




CERTIFICATE

crAYcnih{GNHAN

36: I 8. 2 3 36.0 I -HC1/[/C

Ch*ng nhqn sdn phdm

\/A.T LIEU CHONG THAM GOC vr

POLYURETHANE

	TOn sin phim
	
	Ki6u loai
	TGn thuong m?i

	^
	ri
	.tA
	A
	Dang l6ng,.
	

	vat llgu cnong mzrm goc
	
	INDEX FLEX

	Polyurethane
	
	hai thanh ph6n
	

	
	
	
	


San xuiit tqi
: '

cOxc rY TNHH TRUONc rHtNI{ NDEX

!;.:.

Dio chi tru s6:

56 41, dudng 36 2, khu ddn cu Binh D6ng, Phudng 6, QuQn 8,.

Thenh phO UO Chf Minh

Dia chf sdn xudt:

s5 c:lts A, 6p 3, t6 3,xd Qui Dric, huyQn Binh Ch6nh,

Thanh phO HO Chi Minh

Duoc Trung tdm Gidm dinh vd chthng,nhQn hqp chudn hW quy YietCert

ddnh gid chdcng nhQn phil hq TiAw chudn BS EN tr 489 I : 2017.

Vd duqc phdp s* dung diiu hqp chudn c{ra VietCert

BS EN .14891:2017

Phuong th*c ch*ng nhfin: Phuong th*c 5

n*gdifi ZSr2OtnT-AKHAnryqy12/12/2012fttuffii:f  ffi gafi2/20L7IIILBKIICNTyEilfuUV

KT, Gi6mal6c

Ngdy hiQu lyc: 30/6/2018

NSdy hdt hgn: 29/6/2021

Tlung t0m Gi6n ilinh vA Chfng nh$n Hgp chuln Hgp guy VietCert

28 An Xuin, QuQn Ihanh KhA thanh ph6 Di Ndng

[image: image36.jpg]TRUNG TAM GIAM DPINH VA CHUNG NHAN CONG HOA XA HQI CHU NGHIA VIET NAM
HQP CHUAN HQP QUY VIETCERT Poc lap - Tw do - Hanh phiic

B i agds Dix Néing, ngay 30 thang 6 naim 2018
QUYET PINH
V& viée cAp gidy chirng nhén hop chuin
GIAM POC TRUNG TAM GIAM PINH VA CHUNG NHAN HQP CHUAN HQP QUY
VIETCERT

- Can CLE”Gl'dly chimmg nhdn ding ky hoat dong Khoa hoc va Cong nghé sé 12/2017 do S¢ Khoa hoc va Céng
nghé cdp ngay 06 thdang 12 nam 2017;

- Cdn cir Gidy ding ky linh vuc hoat dong chimg nhdn 56 1 660/TDC-HCHQ ngay 12/7/2017 va 418/TDC-
HCHQ ngay 13/2/2018 ciia Téng Cuc Tiéu chudn Po leong Chdt luong;

- Cdn cik bdo cdo ciia doam déanh gid va két qua tham tra hé so chitng nhdn.

QUYET PINH
Piéu 1. Cip gidy ching nhan hgp chuin sé 18.2336.01-HC5/VC cho san pham Vat liéu
chéng thim gbc Polyurethane do Cong ty TNHH Trudng Thinh Index san xuit phu hop véi
BS EN 14891:2017.
Dia chi tru s6: S6 41, dudong S6 2, khu dan cur Binh Dang, Phudng 6, Quan 8, Thanh phé Hb
Chi Minh
Dia chi san xut: S& C3/15A, 4p 3, td 3, xd Qui Pirc, huyén Binh Chanh, Thanh phé Hb Chi
Minh

Tén thwong mai

Vit liéu chéng thdm géc Dang léng,
Polyurethane hai thanh phin INDEX FLEX

Diéu 2. Khi thuc hién phan phbi san pham trén ra thi truong, Céng ty TNHH Trudong Thinh

Index phai thuc hién ding céc quy dinh quyén va trich nhiém theo quy dinh ctia Trung tim
Giam dinh va Chimg nhén hop chuén hop quy Vietcert va cdc vin ban phap luit c6 lién
quan. |
Piéu 3. Quyét dinh nay co6 hidu luc dén ngay 29/6/2021 va don vi s& chiu giam sit dlnh ky
vao cdc ngdy 29/5/2019 va 29/5/2020 hoic dot xudt khi cdn dé duy tri hiéu luc cia quyét
dinh. Néu khong c6 vin ban thong bao tiép tuc duy tri hiéu luc gidy ching nhan dinh ky
hing nam tir VietCert, quyét dinh nay mic nhién s& hét hiéu lyc./.

Noi nhin:

- Nhu diéu 1;

- Luu VT, PKT.

PHAN VAN CHIEN



TRUNG rAu crAu DINH v^1, cnUNc NuAN
cgNG HoA xA ugI cHU Ncni,q. vIET NAM

Hgp cnuAN Hqi, euY vIETcERT
DQc lfp - Tr; do - H4nh phfc

^t

56:301O/QD-VC

Dd Ndng, ngdy 30 thdng 6 ndm 2aI8

QUYET DINH

-ri
.A
A
.A
|
,
r A
t
'

VG viQc c6p gi6y chrl'ngnh$n hgp chuin

GIAM D6c TRUNG TAU GIAM DINH VA CHI.NG NHAN HgP CHUAN HgP QUY

VIETCERT

-

-

-



Cdn cilr Giiiy ch*ng nhQn ddng b!,hoqt dQng Khoa hpc vd C6ng nghQ sii lZ/ZOtZ do S& Khoa hpc vd C6ng nghQ ctip ngdy 06 thdng 12 ndm 2017;

Cdn c* Giiiy ddng b!, ITnh vryc hoqt dQng ckimg nhdn sii 1660/TDC-HCHQ ngcry t2/7/2017 vd 418/TDC-HCHQ ngay 1 3/2/2018 cita Tdng Cuc TiAu chudn Do ludng Chdt IWng;

Cdn c* bdo cdo cila dodn ddnh gid vd lcdt qud thdm na hd scr chtmg nhQn.

QUYET DINH
:

Di6u l. Cdp gi6y chringnhQn hqp chuAn s5 tS.Zlg6.0l-HC5A/C chos6n phAm Vflt lieu

chdng th6m g6c Polyurethane do C6ng ty TNHH Trudng Thinh Index san,xu6t phu hqp v6i BS EN 14891:2017.

Dfa chi try s6: SO 41, tludng SO Z, khu ddn cu Binh Edng, Phulng 6, Qufln 8, ThAiih''pnOffO

Chi Minh

Dia chi sin xu6t: SO C:ltSe,5p 3,tO 3, xa Qui Dtic, huyQn Binh Ch5nh, Thdnh ptrO HO Ctri

Minh

	TGn sin phim
	Ki6u loai
	TOn thuong m4i

	Vdt ligu ch6ng th6m gdc
	Dang l6ng,.
	INDEX FLEX

	Polyurethane
	hai thdnh phdn
	

	
	
	


Di6u 2. Khi thgc hiQn phdn phdi sin phAm trOn ra thf trucrng, COng ty TNHH Trudng Thinh

Index phii thgc hiQn dring c6c quy ttinh quyCn vd trdch nhiQm theo quy dinh cria Trung tAm

Girim dinh vd Chring nhQn hqp chudn hqp quy Vietcert vd c6c vin bin ph6p lu{t c6 li€n

quan.

Eidu 3. Quytit clinh ndy c6 hiqu lpc di5n ngity 291612021vd don vi sE chiu gifm s5t dinh kj' vdo c6c ngiry 29/512019 vd 291512020 ho(c dQt xu6t khi c6n dO duy tri hiQu lgc cria quytft

clinh. Ntiu khdng c6 vdn bin th6ng b6o ti;5p tpc duy tri hiQu lgc gi6y chring nhfln dinh kj,

hing ndm tt VietCert, quy6t dinh ndy m{c nhi6n sC hi5t hiQu lpc./.

Noi nhQn:

· Nhu di6u 1;
· Luu VT, PKT.
PHAN VAN CHIEN
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S6: 2451/CV-VC " . , R

Vv: Sit dung déu chimg nhan Da Nang, ngay 30 thang 6 ndm 2018

Kinh giri: CONG TY TNHH TRUONG THINH INDEX
Nhim tuyén truyén, quang ba va khing dinh sin phdm V4t liéu chéng thim gbc
Polyurethane cua Cong ty TNHH Truong Thinh Index da dugc ching nhan phu hop tiéu
chuin BS EN 14891:2017 theo Quyét dinh sé 3010/QD-VC ngay 30 thang 6 nim 2018 va
Glay chimg nhén sb: 18.2236.01-HC5/VC, Trung tim Giim dinh va Ching nhin hep
chuan hop quy VietCert xin giri dén quy cong ty biéu twong déu ching nhan theo hinh
mau dudi day:

BS EN 14891:2017

1. DAu chitng nhin c6 thé dwoc sit dung trong cac trwdong hop sau:

a) Truc tiép trén san phém hoac bao bi cua san phém thudc pham vi ching nhén;

b) Trong céc tiép dau thu, cong van giao dich, ta‘li liéu k¥ thuat, tai li€u dao tao, tai li€u
quang céo, name-card, cac chiig tlr va céc tai liéu tiép thi;

c¢) Trong cac chwong trinh quang cdo, quang ba trén cac phuong tién thong tin dai ching
nhu: phét thanh, truyén hinh, béo chi...;

d) Trén céc phuong tién giao thong, vén tai, cidc bang quang cdo cong cong,...

2. DAu chirng nhén khong dwoc sir dung trong cic truweong hop sau:

a) Giy hidu nhdm 13 Trung tim Gidm dinh va ching nhin hop chuin hop quy
VietCert da chiing nhén hay cong nhén tinh phép ly cho nhadn hi¢u thuong mai cua san
pham hay bat ¢t mot cach hieu nham nao khac;

b) Géy hiéu 1dm ring Trung tim Giam dinh va chirng nhin hop chuin hop quy

VietCert da chimg nhan chit luong cho tit ca céc loai san phidm do Co s& san Xuét, gia
cdng, bao goi;

¢) Hét hiéu luc chirng nhén hoéc khong tudn thu céc yéu cau vé ching nhén;
3. Chu y khi sir dung:
a) Déu chung nhén ¢6 thé duoc in dung theo mau nhu miéu ta cu thé/ding mau den/cham

khic khéng mau trén san phdm mot cach thich hop kem theo tén va phién ban cua tiéu
chuén chtng nhén;

b) Qau ching nhén c6 thé phong to hoic thu nhé mdt cach dong nhét, tuy nhién phai da
16n dé phan chit c6 theé doc dugc rd rang;
¢) Gidy chimg nhan va D4u ching nhan khéng duoc chuyén nhuong.
Noi nhdn:

- Nhu trén;
- Luu HSCN.

PHAN VAN CHIEN



TRUNG rAvr crArvr EINH vn cmlxc NHAN ceNG HoA xA ugI cHU Ncnia vIET NAM

HgP cnuAN HqP euY vIETCERT
o

36:2451/CV-VC

Dd Ndng, ngdy 30 thdng 6 ndm 2018

Vv: Str dqng d6u chung nhfn

Kinh gfri: CONG TY TNHH TRTIONG THINH INDEX

Nhim tuy€n truyAn, qu6ng bh vit khang dinh sin phdm Vflt liQu ch6ng th6m g6c

Polyurethane cta COng ty TNHH Tfo*g Thinh Index dd dugc cht?ng nhQn phi hqp ti€u

chuAn BS EN 14891:2017 theo Quyi5t dfnh s6 :OIOIQD-VC ngdy 30 th6ng 6 nlm 2018 vd

Gi6y chring nhQn s6: 18.2236.01-HC.5/VC, Trung tiry Gi6m ilinh vir Chrfrng nh$n hgp chu6n hqp qoy VietCert xin grii di5n quy c6ng ty bi6u tuqng d6u chimg nhfln theo hinh

m6u dudi ddy:

. :..:



BS EN 1489122017

1. D6u chrfrng nh$n c6 th6 tlugc sfr dUng trong cic trudng hgp sau:
	,.A
	e1  A
	,t
	I
	.1i  ,
	i   ^

	a) Tryc ti0p tr6n
	sin ph6m ho{c bao bi cria sin ph6m thuQc pham vi chfng nh4n;


b) Trong c6c tii5p ddu thu, c6ng vdn giao dich, tdi liQu k! thuflt, tdi lieu ddo f.ao, tdi lipu
qu6ng c6o, name-card, c6c chimg tir vd c6c titi liQu ti€p thf ;

c) Trong c6c chucrng trinh qudng c6o, quing b6 tr6n c6c phucmg tign th6ng tin dai chring nhu: ph6t thanh, truy€n hinh, b6o chi...;

d) TrCn c6c phucrng tiQn giao th6ng, vQntii, cdcbhng qu6ng c6o c6ng cQng,...

2. DAru chftng nh$n khdng dugc sri dgng trong cic trudng hqp sau:

a) Gdy^A  hi6u nh6m ld Trung tim GiSm tlinh vir chrfrng nhfn hgp chudn hqp quy

\
r
.i
r
'
. r
+.
r
\
|
z
I
A
|
,

VietCert dd chimg nh{n hay c6ng nh{n tinh phfip ly cho nhdn hiQu thuong m?i cria sin

phAm hay b6t cf mQt c6ch hiOu nhAm ndo kh6c;

b) Gey hiOu lAm ring Trung t6m GiSm tlinh vdr chrfrng nh$n hgp chuAn hqp quy
VietCert dd chring nh{n ch6t lugng cho t6t ch clc loai sdn phdm do Co s0 sin xu6t, gia

c6ng, bao g6i;

c) H6t hiQu lUc chimg nhpn ho{c khdng tudn thri c6c y€u cA.r 116 chring nhfln;

3. Chf y khi sfr dgng:
a). DAu chimg nhfln c6 th6 duqc in dring theo mdu nhu mi€u ti cu thO/dirng mdu den/chpm l':hdckhdng mdu tr€n sin phdm mQt c5ch thich hqp kdm theo t€n vd phi€n b6n cria ti6u chudn chimg nhfln;

b) Q6u ghurg nhfln 96 thO ph6ng to ho{c thu nh6 mQt c6ch tl6ng nhdt, tuy nhi6n phii <hi lon dC phdn chfi c6 th6 dgc tlugc rd rdng;

c) GiSy chrmg nh{n vd DAu chring nhfln kh6ng dugc chuy6n nhugng.

Noi nhQn:

· Nhu tr6n;
· Luu HSCN.
PHAN VAN CHIEN
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M s6 mAw/ SampleCode i - Ngay/ Date: 26/06/2018

cany BA,N 187'6764 KéT QUA THU MGHI% Trang/ Page: 01/02
M3 so ket quéa/ Tr.Code TEST AQEPORT

KT4 8651 - 01

Tén miu thir nghiém/ Name of Sample: Vit liéu chéng thim gbc Polyurethanee
- Dang 16ng, hai thanh phén
Ky hiéu miu: 18.2336 - M01

S6 lwong mau/ Quantity: E 2 b{ nguyén
Tinh trang mau/ Sample descriptibn: bi duge niém phong

Ngay nhin mau/ Date of receiving:

Pon vi giti mau/ Client: rung fﬁm Gidm dinvh va Chitng nhéin hep chuin hop quy
Dia chi/ Address: / 28 An Xuin, phuwong An Khé, quin Thanh Khé, thinh phé

Két qua thi

Trwéng Phong Ky thuat 4
Head of Technical Division 4

Nguyén Pirc Thuin LUONG CHI LINH |

= Phuong phap thir duoc cong nhdn VILAS / Test Methods are accredited by VILAS.
- (**) Két qua dugc thiee hién béi nha thau phw/ T ested by Subcontract.
- Cdc két 1 qua thir nghiém ghi trong phiéu nay chi cé gid tr dsi voi mdu do khdch hang giri/ Test results are valid for the namely submitted sample (s) only. i
- Tén mdu, tén khdch hang duwgc ghi theo Yéu cdu ciia noi giri mau, /Name of sample and customer are written as customer’s request.
- Khéng dugc trich sao mét phdn Phiéu két qua thir nghiém ndy néu khong cé s dong y bang vin ban ciia Deming/ This Test Report shall not be reproduced, except
in full, without the written approval of Deming.

Address: 28 An Xuan Street, An Khe Ward, Thanh Khe District, Da Nang City Tel: 0236.656.2929 Fax: 0236.617519
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Ngdy/ Date:2610612018

TratglPage: 01102

TGn m5u thirnghiQmlName of Sample:

56luong m6u/ Quantity:

Tinh trgng miu/ Sample description:

Ngiy nh$n m6u/ Date of receiving:

Don vi giri miu/ Client:

Dla chil Address:

,,"'

:z'.H

,
.ii,l::Lallllt\\l!.llil

KGt qui thir nghiQffii4

Tru&ng Phdng Ki thu$t 4

Head of Technical Division 4

Nguy6n Dtfrc Thufln



V$t liQu chiing thdm giic Polyurethanee - D?ng l6ng, hai thinh phin

Ky hiQu miu: 18.2336 - M01

2 bQ nguy6n

28 An Xuffno phulng An Kh6o qufln Thanh Khe, thnnh phii F:

ffi6%ui'i"=S;

("'

Ii ("::',:yg
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LUONG CHi LINH

-(1 Phuong phdp thh Arqc c6ng nhQn VILAS / Test Methods are accredited by VILAS.

· (**) K€t qud drgtc thrtc hi€n bdi nha thiu phtt/ Tested by Subcontract.
· Cdc lait qud th* nghiQm ghi trong phi6u nay chi c6 gid tr! diii vdi mdu do khdch hdng giri/ Test results are validfor the namely submitted sample (s) only.

· T€n mdu, tAn khdch hdng daqc ghi theo y€u cdu cua noi gtri miu,/Name of sample.and customer are written as customer'srequest.
· Kh6ng duo. c tr[ch sao mQt phdn Phi€u ket qud thit nghi€m ndy n€u kh6ng c6 sV d6ng j, bdng vdn bdn cia Deming/ This Test Report shall not be reproduced, except infull, without the written approval of Deming.

Alrlress: 28 An Xuan Strcel, An Khe ll/ard, Thanh Khe Distriet, Da i\iang Cit1,
TeI: 023 6.65 6.2929 Fax: 023 6.6 I 7 5 19
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©_ SN TS KET QUA THU | GHIEM ' Trang/ Page: 02/02
M3 so két qué/ Tr.Code TEST RngRT

KT4 8651 - 01

Chi tiéu thi nghi€ém/ Test characteristic Kbt qui thie nghitm/

No Tén chi tiéu/ Phwong phap thit/
Parameters Test Method

Test result

tiep xuc voi nude Clo
Kha ning tao cau vét nu't o
nhiét d6 thap .

1 Phuong phap thir duwoc cong nhdn VILAS / Test Methods are accredited by VILAS.
- (**) Két qua dweoe thiee hién boi nha thdu phw/ Tested by Subcontract.
- Cdc két  qua thir nghiém ghi trong phiéu nay chi cd gid tr doi véi méu do khéch hang giri/ Test results are valid for the namely submitted sample (s) only.
- Tén mdu, tén khdch hang duwgc ghi theo yéu cdu ciia noi giri mau, /Name of sample and customer are written as customer’s request.

in full, without the written approval of Deming.

1 |Cuongddobamdinh N/mm 0,71
» | Cudng do bam dinh sau khi ] 0,56
ngdm nudc
Cuong d6 bam dinh sau chu S
3 g e . . 0,57
ky déng va tan bang
Cuong d9 bam dinh sau Ja«
: ha nhit ol
5 0,62
BS EN14891: 2017
6 Khﬁng thim
7 Kha néng tao cau ,V,et nut 0 0,83 \
diéu kién thuong o s\ 2\

Cuong do bam dinh sau khi ; 2\" »‘ . '
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Address: 28 An Xuan Street, An Khe Ward, Thanh Khe District, Da Nang City Tel: 0236.656.2929 Fax: 6236.617519

|
- Khong duwge trich sao mot phan Phiéu két qua thir nghiém nay néu khéng c6 sw dong ¥ bing vin ban ciia Deming/ This Test Report shall not be reproduced, except |
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Md s6 mdu/ SampleCode

BN 18.676 4
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	TTI
	Chi ti6u thir nghiQm / Test characteristic
	
	KOt qufr thft nghiQm/

	
	TOn chi tiOu/
	Phuong phfp thfr/
	Eon v!/
	

	No
	
	
	
	Test result

	
	Parameters
	Test Method
	Unit
	

	
	
	
	
	

	I
	Cudng d0 b6m dinh
	
	N/mm
	0,71

	
	
	
	
	

	2
	Cudng d0 b6m dfnh sau khi
	
	N/mm2
	0,56

	
	nsdm nu6c
	
	
	

	
	
	
	
	

	
	Cudng d0 brim dinh sau chu
	
	N/mm2
	0,57

	
	ki'd6nsvd tan bdns
	
	
	

	
	
	
	
	


4

5

6

8

9



	Culng d0 b6m dinh sauJ"a-ouffi

	h6a nhi6t
	
	*Kr*{t*"'

	Cudns d6 bSmdi*Hisa* ffi;i:!

	'
	.i**i)!+!i
	l


ng6m nu6c vdii:*trI';

D0 th6m nu6c du6i 6p lqc thrlry tinh 1,5 bar tion$ 7 ngiry

Khi ndng t4o c6u v6t nrrt dl

diAu ki6n thuons

Cyotrg dQ b6m-.d1ffi sau khi

ti6p xric v6i nu6C Clo

Khi n5ng t4o cAu v6t,nut O

nhi€t d0 thdp



	N/mm2
	0,59
	

	
	
	

	N1mm2
	0,62
	

	BS ENl489I:2017
	
	

	
	
	

	C6thdnl.'':
	
	

	Khdn$,ft6m
	Kh6ng thdm
	

	
	
	

	mm
	0,83
	\;


jlr)

iilii"i'*.-o,8z Y

ffisti:

:)*:

':;..

· o Phtong phap thft daqc c6ng nhQn VILAS / Test Methods are dccredited by VILAS.
· (**) K€t qud dtcqc thvc hi€n bdi nhi tluiu phq/ Tested by Subcontract.
· Cdc tdt qud thir nghi€m  ghi trong phi6u nay chi c6 gid tr! d6i v6i mdu do khdch hdng gfti/ Test results are validfor the namely submitted sample (s) onty.
· T€n mdu, t€n khdch hdng daqc ghi theo yAu cdu cua noi gtri mdu,/Name of sample and castomer  are written as customer'srequest.
· Kh6ng duqc tr[ch sao mQt phdn Phitlu ktit qud th* nghiQm niy nilu kh6ng c6 sqt d6ng !, biing vdn bdn caa Deming/ This Test Report shall not be reproduced, except infull, tuithout the written approval of Deming.
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